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Measuring Sound Level from 30...130 dB
Sound level measurement – To DIN/IEC 60651, Class 2

testo 815 / 816

dB





.

Fax Order FormFax Order Form

Sender

Measuring instrumentQty. Part no.

AccessoriesQty. Part no.

ISO calibration cert./Sound pressure, Calibration points 94 dB(A); 104 dB(A); 114 dB(A) at different
frequencies

0520 0111

Calibrator, for regular calibration of testo 815, testo 816 0554 0452

Sound fibula, entering guide in sound level measuring technology 0980 0763

Power unit 230 V/ 8 V/ 1 A, for instrument (European plug) 0554 1084

Sound level meter, accuracy class 2, incl. microphone, wind protection cap and batterytesto 815 0563 8155

Sound level meter, accuracy class 2, incl. microphone, wind protection cap, battery, stereo
jack 3.5 mm, in a practical measurement case

testo 816 0563 8165

Name

Company

Department

Address

City

Date, Signature
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Technical data testo 815

+32 to +130 dBMeas. range

Resolution

Oper. temp.

Storage temp.

Battery life

Weight

Section measurement ranges: 30 to 80 dB; 50 to 100 dB; 80 to 130 dB Time weighting: FAST 125 ms setting / SLOW 1 s
setting
Pressure dependency: -0.0016 dB/hPa

Otherfeatures

Accuracy
±1 digit

testo 816

+30 to +130 dB

Class 2
±1.0 dB

Class 2
±1.0 dB

0.1 dB 0.1 dB

70 h 50 h

195 g

0 to +40 °C

9V block battery

-10 to +60 °C

0 to +40 °C

9V block battery

-10 to +60 °C

315 g

Dimensions 255 x 55 x 43 mm 309 x 68 x 50 mm

Battery type

Battery type 9V block battery

Technical data Sound level calibrator

40 hBattery life

±0.5 dB in accordance with Class 2
to IEC 60942

Accuracy

Sound pressure level: 94 dB/114 dB, switchable
Frequency: 1000 Hz

Also suitable for 1/2 and 1 inch microphones by
other manufacturers
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